






Deluxe �oor-mounted tubestand 
(QS-550)
The versatility of the QS-550 Deluxe tubestand 
provides extended freedom of movement of 
the tube assembly, allowing for a wide array of 
examinations. Tubestand positioning is controlled 
through a series of accessible �ngertip switches 
on the operator hand control. A single switch 
releases all tubestand locks for multi-directional 
adjustments. An easy-to-read indicator displays 
system position. Expansive longitudinal and 
transverse travel, column rotation (+/- 90°), tube 
angulation (+/- 135°), and trunnion rotation 
(+45°/-20°), assure complete radiographic 
coverage. Even the most challenging views, such 
as weight-bearing, cross-table and off-table 
studies are simpli�ed through the system’s 
generous range of motion and �exibility.
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ADVANTAGES
AT A GLANCE

Q-Rad System

Exceptional Value, 
Precision and Reliability

Lateral Cassette Holder
�t Mounts to table rails
�t Accommodates CR or �lm cassettes up 
 to 14” x 17”
�t Articulating swivel arm (+/-90°) allows for 
 variety of angled positions, along table-top
�t Provides positioning of image receptor either 
 at or below table top to eliminate image 
 cut-off during cross-table examinations
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SYSTEM OPTIONS AND ACCESSORIES

��

Q-Rad �oor-mounted systems are the ideal 

choice for the busy imaging center, orthopedic 

facility or hospital. The advanced features and 

unique design aspects of the system allow the 

technologist to fully concentrate on the patient 

during the examination.

Q-Rad Floor-Mounted System

SYSTEM 
FLEXIBILITY
Designed for hospital 
radiology departments, 
imaging centers, 
orthopedic facilities, 
surgery centers, and 
urgent care clinics. 
Q-Rad �oor-mounted 
systems are feature-rich 
and offer full positioning 
functionality, while 
providing the highest 
degree of image quality 
and patient care.

TechVision™ is truly an innovation 
for the technologist
Technologists can easily view and set up all 
technique parameters, as well as access set-up 
functions right at tube-side. TechVision™
eliminates going back-and-forth from the 
generator's operator control panel to the patient, 
in order to prepare for patient exams. The 
operator has complete control to adjust exposure
parameters right at the tube-side, just as if they 
were at the generator’s operator control panel. 
This synchronized generator solution greatly 
streamlines the imaging process and decreases 
overall examination time, while allowing the 
technologist to remain close to the patient, for 
increased patient care.
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�t Multi-Color Touchscreen
  (16 Bit; 800 x 600 Pixel; 8.4” display)

�t Technologist controls generator technique   
  selection at tube-side

�t Full APR, AEC and Manual technique selection

�t Improved patient care, as technologist remains 
  close to the patient during exam set-up 
  procedure

�t Improved patient through-put, by reducing steps 
  taken by the technologist during exam set-up 
  procedure

“Verti-Q” Vertical wall stand (QW-420)
Standing examinations are easily accomplished
with the VERTI-Q Vertical Wall Stand because of 
the extensive range of vertical travel.

VERTI-Q is a stylized, single-column structure 
with an attractive receptor enclosure. The 
low-absorption front cover includes cassette 
centering lines and AEC chamber indicators for 
precise patient positioning. The VERTI-Q can be 
matched with multi-speed reciprocating buckies, 
automatic cassette loading systems, �xed grids, 
or digital receptors. A FAIL-SAFE electromagnetic 
braking system with integral counterbalancing 
ensures patient safety and ease of use.

A wide variety of patient exams, from skull 
through lower extremities, are possible with the 
VERTI-Q Wall Stand. It has extensive vertical travel 
from 13.75” (34.9 cm) minimal center to �oor 
distance for weight bearing knees on pediatric 
patients, up to 74.25” (188.6 cm) for upright 
exams on adults.

Motorized Servo-Drive �oor mount 
(QS-550-MAC) with “Q-Track”  
technology
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Q-Rad Floor Systems are available with 
SERVO-DRIVE and “Q-TRACK” technology, 
which provides motorized synchronization 
between the central beam of the x-ray and
the center of the image receptor, keeping 
them in alignment. This feature allows the 
technologist to save time and effort, by
eliminating the need to constantly align the 
tubestand to the wall bucky, while ensuring a 
greater precision. “Q-TRACK” also automatically 
maintains the proper SID with the elevating
table during vertical adjustments.

"Quiet-Lift" elevating �oat-top table 
(QT-750)
Revolutionary design of the optional “QUIET-LIFT” 
Elevating Float-Top Table, provides a number 
of innovative features. With a patient weight 
capacity of 650 lb/ 295 kg and an extra-wide 
design, the table is able to support the full range 
of patient types comfortably. Additionally, its 
FAIL-SAFE electromagnetic breaking system and 
collision-avoidance electronics ensures patient 
and operator safety. The table lowers easily 
to accommodate a variety of stretcher and 
wheelchair patients. The standard QT-740 Series 
table has all the same key features with the 
exception of table elevation.

“Verti-Q Side Mount” vertical
wall stand (QW-420-S)
This side mounted wall stand incorporates a 
space saving design for installation in rooms 
where space may be limited.

“EZ-Glide” hand control
All VERTI-Q Wall Stands integrate our exclusive 
EZ-Glide hand control, which is ergonomically 
designed to allow operator adjustment from a 
comfortable standing position, with minimal 
effort. By actually pivoting on its axis (105°), the 
EZ-Glide hand control maximizes technologist 
ef�ciency and comfort during vertical adjustment 
of the image receptor.

“EZ -Glide” hand control “Verti-Q Side Mount” vertical wall stand




